
V610 All-in-One thin client adopts high performance Intel processor, and integrates a stylish
integrated thin client with 21.5” display.

V610

FEATURES

PROFILE

Ø Professional operating system
Installed with Centerm cloud client operating system, secure
and reliable, simple and easy to use

Ø VDI Support
Supports users’ most demands for Citrix, Vmware, Microsoft
and Huawei virtualization desktop environments, plus
Centerm self-developed SEP technology that enhances USB
redirection, multi-media redirection and Webcam mapping.

Ø Elegant and streamlined Design
With the compact and stylish appearance, greatly saves
users’ space.

Ø Varied Peripherals
6 USB ports, and 1 RJ-45 port, compatible with lots of
peripherals

Connectivity
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1. Power button
2. Headphone port
3. USB 3.0 port
4. USB 2.0 port
5. DC 12V/5A
6. RJ-45



SPECIFICATION
SYSTEM

Processor Intel quad-core 2.0GHz

Operating System WES 7 / WES 8 / Win 10 IOT

MEMORY

RAM (DDR3L) 2GB ( Max up to 8GB)

Storage (SSD) 8GB MSATA(up to 128GB SSD or optional HDD) 

DISPLAY

Screen 21.5”

Resolution 1920 x 1080 @ 60Hz 

Display Port x 1 VGA optional

Dual Display Optional (extended mode) 

NETWORK

LAN x1 (10/100/1000 Base-T Fast Ethernet, RJ-45)

WLAN Optional Mini PCI-E wireless

I/O PERIPHERAL INTERFACE

USB Port x 6 (Rear: USB 2.0 x 4, side: USB 2 .0 x 1 and USB 3.0 x 1)

RJ-45 x 1

Headphone Port x 1, 3.5mm 

Power Interface x 1

Serial Port x 1, optional

Parallel Port x 1, optional 

CAMERA

Camera Optional, 2-megapixel embedded camera

DIMENSION

Device (including stand) 327mm x 27mm x 363mm

Net Weight 4.02kg

POWER

Adapter 12V/5A DC

Power Consumption <25W 

MOUNTING

Stand Vertical feet standard/ Wall mounted

Security Standard Kensington anti-theft keyhole

ENVIRONMENT

Cooling Fan-less Convection 

Operation Temperature 0℃ to 40℃

Relative Humidity 30% to 90% non-condensing
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